
(E) PARTITION

CONT. SEALANT, TYP.

TAPE @ JOINT, FEATHER
JOINT COMPOUND 2" BEYOND
EDGES AND SAND SMOOTH
FOR PAINT, TYP.

SEE PLAN FOR PTN. TYPE

STEEL STUD

1/4"

(E) PARTITION

CONT. SEALANT, TYP.

TAPE @ JOINT, FEATHER
JOINT COMPOUND 2" BEYOND
EDGES AND SAND SMOOTH
FOR PAINT, TYP.

SEE PLAN FOR PTN. TYPE

STEEL STUD

ALIGN

FOR ADDITIONAL NOTES &
DIMENSIONS, SEE

ALIGN

AS9-1A

1

(E) PARTITION

CONT. SEALANT, TYP.

TAPE @ JOINT, FEATHER
JOINT COMPOUND 2" BEYOND
EDGES AND SAND SMOOTH
FOR PAINT, TYP.

SEE PLAN FOR PTN. TYPE

STEEL STUD

ALIGN

FOR ADDITIONAL NOTES &
DIMENSIONS, SEE

AS9-1A

1

RESILIENT TILE

(E) CONC. SLAB

   DOOR @ CLOSE
POSITION /
REDUCER STRIP

DOOR

CARPET

REDUCER STRIP

CL

B100

B101

(E) PARTITION

CONT. SEALANT, TYP.

TAPE @ JOINT, FEATHER
JOINT COMPOUND 2" BEYOND
EDGES AND SAND SMOOTH
FOR PAINT, TYP.

SEE PLAN FOR PTN. OR FURRING TYPE

FOR ADDITIONAL NOTES &
DIMENSIONS, SEE

AS9-1A

1

STEEL STUD

(E) WINDOW SILL

(E) MULLION AND GLAZING

1/2" GYP. BD. ON BOTH SIDE, ATTACH TO
STEEL BENT PLATE, PAINTED

CONT. CAULKING, TYP.

SEE PLAN FOR PARTITION TYPE

CONT. CAULKING BELOW BETWEEN (N) PTN.
AND (E) SILL AND (E) FURRING

(E) MULLION / PARTITION

CONT. 1/2" LEGS X WIDTH AS REQUIRED X 12 GA.
STEEL BENT PLATE, ANCHOR TO STEEL STUD W/ #8
TEKS SCREWS AT 6" O.C. VERTICALLY AND AT
ENDS, TYP.

3
/8

"

CL

9 1/2" X 3 1/2" X 1/2" THICK STEEL PLATE

5" X 3" X 5/16" THICK STEEL TUBE

5/8" DIA. X 1 1/2" LONG EXPANSION
ANCHOR

E
Q

E
Q

3/16"
TYP.

TYP.

1 1/2"

3
 1

/2
"

4" X 16 GA. STEEL STUDS @ 16" O.C., SECURE
TO STRUCTURE ABOVE, PROVIDE DIAGONAL
BRACING @ 4'-0" O.C., TYP., SEE

FOR ADDITIONAL NOTES &
DIMENSIONS, SEE

CONT. 4" X 16 GA. STEEL STUD AND TRACK, TYP.

CONT. 0.125" THICK MIN. ALUMINUM GLAZING
CHANNEL

CONT. WOOD BLOCKING

CONT. 20 GA. STEEL BENT PLATE, PAINTED TO
MATCH CEILING GRID, TYP.

CONT. SEALANT, TYP.

CONT. GLAZING SEALANT, TYP.

SUSPENDED ACOUST. CLG. SYSTEM

5/8" GYP. BD., TYP., EXTEND BOTH GYP. BD. ON
BOTH SIDES TO UNDERSIDE OF STRUCTURE AND
SEAL TIGHT WITH ACOUSTICAL SEALANT

ACOUSTICAL INSULATION, TYP., EXTEND
ACOUSTICAL INSULATION TO UNDERSIDE OF
STRUCTURE

GLAZING

EDGE OF PARTITION BELOW WHERE
OCCURS

AS9-2

18

ALIGN

SUSPENDED
LINEAR
WOOD CLG.
SYSTEM

3/4"

CONT. 20 GA. STEEL BENT PLATE, PAINTED BLACK
COLOR

GLAZING

CONT. HARDWOOD SILL, PAINTED

CONT. 4" X 16 GA. STEEL STUD TRACK @ TOP
AND BOTTOM

4" X 16 GA. STEEL STUDS @ 16" O.C.

5/8" GYP. BD., TYP.

5" X 3" X 5/16" STEEL TUBE  @ 4'-0" O.C., MAX.
AND @ BOTH ENDS (WELD TO TOP TRACK W/
CONT. 3/16" FILLET WELD) PROVIDE HOLES FOR
CONDUIT PENETRATIONS

TOP OF (E) SLAB

BASE PLATE AND ANCHOR,
SEE

CONT. GLAZING SEALANT, TYP.

CL GLAZING / PARTITION

ALIGN, TYP.

7
' -
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" 

A
.F

.F
.

1
"

1
"

AS9-1A

12B

GLAZING SEALANT

GLAZING

3/8"

SEE PLAN FOR PTN. TYPE

GLAZING

CONT. GLAZING SEALANT, TYP.

CL PARTITION / GLAZING

1
' -

 0
"

3
/8

"
3

/8
"

FOR ADDITIONAL NOTES &
DIMENSIONS, SEE

AS9-1A

12A

FACE OF PTN. BELOW

GLAZING

SEE PLAN FOR PTN. TYPE

CONT. GLAZING SEALANT,
TYP.

3/8"

CORNER GUARD

CONT. EXTRUDED
ALUMINUM RETAINER

FEATHER JOINT COMPOUND 2"
BEYOND EDGES AND SAND
SMOOTH FOR PAINT, TYP.

4" X 16 GA. STEEL STUD, TYP.

1

DRILL, CLEAN, FILL
WITH SIMPSON EPOXY
TIE, AND INSERT
DOWEL

(E) 5 1/2" LIGHT WEIGHT
CONCRETE FILL WITH #
4 @ 12" O.C. EACH WAY

ROUGHEN CONTACT
SURFACE TO 1/4"
AMPLITUDE AND CLEAN
SURFACE PRIOR TO
PLACING CONCRETE, TYP.

3 #4 @ LONGITUDINAL
DIRECTION EQUAL SPACED
WITH 4" EMBEDMENT IN
PREDRILLED HOLES WITH
ADHESIVE AT ENDS.

(E) SLAB DEPRESSION TO
BE INFILLED WITH 3,000
PSI LIGHT WEIGHT
CONCRETE

#4 @ 12 DOWELS WITH
4" EMBED IN
PREDRILLED HOLES
WITH ADHESIVE

V
.I
.F

.

3
 1

/4
"

1
 5

/8
"

VARIES, V.I.F.

6" TYP.
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PARTITION AND FRAMING DETAILS RENOVATE SLEEP ROOMS

FOR CLINICAL SUPPORT

SERVICES BUILDING 101

MMC TW
AS9-1A

 3" = 1'-0"

1 (N) PTN. MEETING (E) PTN.

 3" = 1'-0"

2 (N) PTN. MEETING (E) PTN.

 3" = 1'-0"

3 (N) PTN. MEETING (E) PTN.

 3" = 1'-0"

16 RESILIENT / CARPET
 3" = 1'-0"

4 (N) PTN. MEETING (E) PTN.

 3" = 1'-0"

5 (N) PARTITION @ (E) MULLION

 3" = 1'-0"

12BBASE PLATE

 6" = 1'-0"

7 HEAD DETAIL @ GLAZING

 6" = 1'-0"

8 DWARF PTN./ GLAZING DETAIL

 12" = 1'-0"

12AGLAZING DETAIL

 3" = 1'-0"

11 GLAZING JAMB DETAIL

 3" = 1'-0"

10 GLAZING MEETING PTN.

 3" = 1'-0"

9 TYPICAL CORNER GUARD

 1 1/2" = 1'-0"

15 INFILL @ (E) CONCRETE SLAB DEPRESSION
1
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